20010617.ba v03_n174.bam.20010617 


>From ???@??? Sun Jun 17 21:26:21 2001 -0500 

Message-Id: <200106180226.£51202XJ021882@sco.theporch. com> 
Date: Sun, 17 Jun 2001 21:25:11 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3174 


BOATANCHORS Digest 3174 
Topics covered in this issue include: 


1) RE: Radios for Tanks 
by Merz Donald S <merz.ds@mellon.com> 
2) RE: Radios for Tanks 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
3) Johnson Ranger II VFO 
by Robert Lawson <w4rl@bellsouth.net> 
4) Re: Radios for Tanks 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
5) Tr: Radios in Tanks 
by =?1s0-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
6) Tr: Radios for Tanks 
by =?1Ss0-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
7) Re: Johnson Ranger II VFO 
by johnmb@mindspring.com 
8) FW: Ranger VFO problem 
by "Ed Sieb" <sieb@sympatico.ca> 
9) Re: Tank Radios 
by Jerry Proc <jproc@idirect.com> 
10) Re: Tank Radios 
by Bob Roehrig <broehrig@aurora.edu> 
11) RE: [EuroBA] The Friedrichshafen (Germany) Hamfest 
by "ragnar otterstad" <otterstad@enter.vg> 
12) Evaporative coolers and Boatanchors 
by "Dennis L. Wade" <dlwade@pacbell.net> 
13) Re: Evaporative coolers and Boatanchors 
by "ed sharpe" <esharpe@uswest.net> 
14) Re: Evaporative coolers and Boatanchors 
by David Hollander <n7rk@dancris.com> 
15) WTB ARRL SSB Handbook (early 50's) 
by "David L. Thompson" <thompson@mindspring.com> 
16) Re: WTB ARRL SSB Handbook (early 50's) 
by "Michael Tallent" <mtallent@concentric.net> 
17) Weather 
by Jderm740@aol.com 
18) The Ultimate Amplifier 


by Jerry Proc <jproc@idirect.com> 
19) FS: Millen preamp 

by Avery Comarow <acomarow@usnews.com> 
20) Re: The Ultimate Amplifier 

by Arden Allen <gumbear@pacbell.net> 


Message-ID: <20010615124342 .10102.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Radios for Tanks 

Date: Fri, 15 Jun 2001 08:40:01 -0400 

MIME-Version: 1.0 

Content-Type: text/plain 


All true as far as I know. But prior to the widespread use of FM, weren't US 
tanks equipped with the BC-652/653 HF AM/CW rig? 


73, Don Merz, N3RHT 
poanais Original Message----- 


From: Marty's Refl. Drop [SMTP:polepeeg@aa4rm.ba-watch.org] 
Sent: Friday, June 15, 2001 8:18 AM 


To: Old Tube Radios 
Subject: Re: Radios for Tanks 
Ed, et. al. 


Talking to US tanks. 


The "big test of 1940" where 5 div'ns took over W. Alabama & E. 
Mississippi 

to test ordnance showed huge superiority of FM for 2-way & pushed Galvin 
(now Motorola) outa auto BC radios & into tanks. 


Most famous paix were BC603 rx (chrome pushbuttons - remember auto BC 
radios?) and BC604 tx. Plenty of variants using these but most-found was 
SCR 508 w. one tx, two rx-s. 80kh FM ok, 20-27 mcs. 


There was a backpack 2-way called BC620 / SCR509 & a jeep job BC620 / 
SCR510 
that "talked to tanks." 


Field Arty had 27-38 with BC683&4 / SCR608 & BC659 version of BC620 above. 
These FM too - but we're talking tanks. 


VV VV VV VV VV VV VV VV VV VV VV VV VV 


Dog soldiers were in FM during US "summer French visit" 6/44. 


BC1000 / SCR300 was regular squad radio. BC611 flintstone cell phone 
was then on way out. But again, we're talking tanks. 


Some book recently noted use of FM was right up there with radar, 
A-bum, Blechley Park, harley saddlebags, & proximity fuse in allies' 
successes. 


> 
> 
> 
> 
> 
> 
> 
> So paragraph 2 here is all the DL-man needs to answer his question 

> re Sherman tanks. But, group, wasn't the Stuart a spindly pre-ww2 

> thingie rather than a British Sherman? If so, then all AM stuff & 

> another plunge for mil IDs. 

> 

> Marty 

KK KI AKI KKK KI IKI KIKI III KKK III KIKI IKK IIIA III III III III IK IK 
DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 
person is not authorized. If you are not the intended recipient please 
notify us immediately by returning the e-mail to the originator. 


Date: Fri, 15 Jun 2001 08:43:11 -0400 (EDT) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200106151243 . [AAQ3033@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: RE: Radios for Tanks 


> But prior to the widespread...FM...BC-652/653 HF AM/CW 
Don someone said that. The pair were called the SCR506 
Being 2-4.5 mhz AM they'd talk to BC611 dino-cellphone just fb. 


Bet lots used in early ww2 


Message-ID: <3B2A241D.140111@bellsouth.net> 
Date: Fri, 15 Jun 2001 11:05:01 -0400 

From: Robert Lawson <w4rl@bellsouth.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Johnson Ranger II VFO 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I need help. I am attempting to remove the vfo cover on my Ranger II to 
replace/relocate the R-3 18K resistor. All six vfo case stud nuts and 
star washers have been removed along with all the terminal boards 
attached to the upper topside of the vfo case. The vfo case won't budge! 


Anyone out there who has acutally done this procedure on the Ranger II? 
All the notes I have are for the Ranger (I). I would think there would 
not be much difference. 


Regards, 


Robert WPE4FGR W4RL Pensacola 


Date: Fri, 15 Jun 2001 10:33:25 -0600 (MDT) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: Re: Radios for Tanks 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 
Message-id: 
<Pine.PMDF.3.95.1010615102727 .541086821A-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


On Thu, 14 Jun 2001 W7QHO@aol.com wrote: 


>> yes and no. Shermans that went to Commonwealth forces were equipped with 
>> 19 sets. The command tank had two 19 sets. 


> Well... Yes, but strictly speaking they were called "Cruser Tank Ram I" and 
> "Cruser Tank Ram II" 


I am not sure what you mean here. The 19 set was called a RamI or or the 
Sherman was called a RamI? I have never heard either definition but the 
Canadian army did have a thoroughly unipressive Canadian built tank called 

the Ram which they used for training purposes and it was in one of them that 
my old man learned to drive a tank, he wound up on the injury list because the 
weight of the clutch strained his leg and went from tanks to radios but my 
uncle must have had a stronger leg because he drove a Sherman through Italy, 
Belgium, and Germany. 


There is a picture of the Ram on the Canadian War Museum web page. 
Richard Loken VE6BSV, Systems Programmer - VMS 
Athabasca University 
Athabasca, Alberta Canada 
xx richardlo@admin.athabascau.ca xx 


Message-ID: <000601c0f5ba$£417da60$aef6acce@blyhpg64> 
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Tr: Radios in Tanks 
Date: Fri, 15 Jun 2001 12:47:36 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


> Bonjour to All 

> According to" Canada's Fighting Vehicules, Volume 1" the Stuart tank had a 
> WS19. 

> The Stuart was powered by Continental radial aircraft engine, called a 
> "Torcher" by the Germans. 

> The Sherman "Command" had model WS19(LP) and a second one with the 

> amplifyer(HP). 

> The "Control" model had two WS19(LP), the "Cruiser" one WS19(LP). 

> The "Observation Post" one had one WS19, one WS38(AFV) and two 

> WS38(Portable) 

> Andre 

> 

> 


Message-ID: <0Q01a01cOf5bd$41d55d20$aef6acce@biyhpg64> 
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Tr: Radios for Tanks 
Date: Fri, 15 Jun 2001 13:03:12 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Bonjour Richard and All 

The "Rams" 11 both Armored Gun Tower and Armored Personnel were built by 
Montreal Locomotive and used WS19. 

Again called "Torchers" because they used Avgas for their aircraft radial 
engines. 

Andre 


From: johnmb@mindspring.com 
Date: Fri, 15 Jun 2001 14:04:53 -0400 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Johnson Ranger II VFO 

Message-ID: <Springmail.105.992628293 .0.54149400@www. springmail .com> 


Actually with a little bit of work , some luck, and some 

gentle swearing, you can get at the "business side" (the left side 

of the case as you look from the front) and just take that one side plate off, 
rather than the whole dadburn thing. I've been able 

to do this on at least two of my Rangers. Remember to get the spade 

lugs off from underneath the chassis, and the screws at the front 

are fun to reach (If they're even there) with needle nose pliers 

and some time. 


Its worth the work! 
John 


w4rl@bellsouth.net wrote: 

> I need help. I am attempting to remove the vfo cover on my Ranger II to 
replace/relocate the R-3 18K resistor. All six vfo case stud nuts and 
star washers have been removed along with all the terminal boards 
attached to the upper topside of the vfo case. The vfo case won't budge! 


Anyone out there who has acutally done this procedure on the Ranger II? 
All the notes I have are for the Ranger (1). I would think there would 
not be much difference. 


Regards, 


Robert WPE4FGR W4RL Pensacola 


w4rl@bellsouth.net wrote: 

> I need help. I am attempting to remove the vfo cover on my Ranger II to 
replace/relocate the R-3 18K resistor. All six vfo case stud nuts and 
star washers have been removed along with all the terminal boards 
attached to the upper topside of the vfo case. The vfo case won't budge! 


Anyone out there who has acutally done this procedure on the Ranger II? 
All the notes I have are for the Ranger (1). I would think there would 


not be much difference. 


Regards, 


Robert WPE4FGR W4RL Pensacola 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FW: Ranger VFO problem 
Date: Fri, 15 Jun 2001 15:28:20 -0400 
Message-ID: <LOBBJHOLOOHLIPLONIAFIEKKEBAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 


Found this in my files. 
Hope it's useful. 


Ed - VA3ES 


Sees Original Message----- 

From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of Roy Morgan 
Sent: Wednesday, April 19, 2000 12:55 PM 

To: Old Tube Radios 

Subject: Re: Ranger VFO problem 


The VFO housing can be removed by the following steps (these are from 
memory, my complete description is on another computer and can be found no 
doubt in the archives.) 


0) Do NOT remove all the screws visible on the top of the VFO housing. Do 
NOT remove the screws at the sides of the housing. Do NOT remove the VFO 
tuning shaft coupling. Do NOT remove the circle clips from the phenolic 
adjustment devices. 


1) Mark the orientations of the adjustment devices on the top of the 
housing. 


2) Unfasten the connections from the top front of the VFO housing to the 
top rear of the front panel: there are at least one terminal strip with 
pilot lamp connections and a very important ground connection. 


3) Visually locate the four studs at the lower edges of the VFO 
housing. You will remove a nut from each of them from the underside. 


4) Invert the transmitter and remove the cover that protects the 
bandswitch. The phenolic adjustment rods each have a metal spring in the 
end. These springs engage the adjustments in the VFO housing. These 


springs must not be lost and must be in place upon re-assembly. A conical 
shaped hole in the end of the rod ensures that the rod with its spring 
engages the slotted end of the adjustment. 


5) Locate and remove the four nuts and lockwashers that fasten the housing 
to the chassis. 


6) Upright the chassis and remove the housing by wiggling and pulling 
straight up. 


Here are some steps you may wish to carry out while you have the thing 
apart: 


©) Do NOT move any of the adjustments. OR, set them all to one 
orientation for re-assembly and be prepared to do a complete 

re-alignment. If the rods have become mis-aligned, do not be alarmed. It 
is possible to re-align all adjustment rods before fastening the housing 
with its nuts. Let the thing sit on the mis-aligned adjustments and turn 
each one to get it to snap into place. This is best done with the chassis 
in normal horizontal position. 


1) Move the 18K VR tube dropping resistor outside the VFO housing. 


2) Move the VR tube outside the VFO housing, or replace the VR tube with a 
suitably cooled or heat sunk solly state device. 


3) Clean and apply DeOxit and/or ProGold to the variable capacitor ground 
wiper. 


4) Apply a SMALL drop of oil to the VFO capacitor shaft at the front of the 
bushing. 


5) Apply DeOxit and/or ProGold to the tube socket pins. 

6) Test and replace the VFO tube with a new one. 

7) Clean, lubricate, and treat with DeOxit and/or ProGold the Bandswitch. 
Upon reassembly: 

1) Clean the bottom edge of the housing for good contact with the chassis... 
Similarly, clean the chassis at the are where the housing will contact 

it. A pencil with rubber eraser end is good for this. Vacuum out any 


abrasive residue. 


2) Ensure that the adjustment rods are lined up with the adjustment devices 
in the VFO. 


3) Reverse the removal procedure. (Hey, I copied that from a military 
manual that tells how to remove and replace a helicopter turbine engine.) 


4) Ensure that the pilot lamp connections are restored and that the 
grounding strap is connected from the VFO housing top front to the rear top 
of the front panel. 


5 If you replace the VFO tube with a new one, allow some hours of burn in 
before completing final frequency alignments (alinements sic.) 


Roy 

Roy Morgan 

Keep em glowing! K1LKY since 1959 
7130 Panorama Drive, Derwood MD 20855 
301-330-8828 


Message-ID: <3B2A862E.4F72D51D@idirect.com> 
Date: Fri, 15 Jun 2001 18:03:26 -0400 

From: Jerry Proc <jproc@idirect.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Tank Radios 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi Group, 


Thanks to everyone who provided responses for the question about tank 
radios. 

The information will be updated in Peter Domes web site: 

http: //www.taskforcebaum.de 


Jerry Proc VE3FAB 

e-mail: jproc@idirect.com 

http: //webhome. idirect.com/~jproc/ve3fab 

HMCS HAIDA Historic Naval Ship. Toronto, Ontario 


Date: Fri, 15 Jun 2001 19:01:12 -0500 (CDT) 
From: Bob Roehrig <broehrig@aurora.edu> 


To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Tank Radios 

Message-ID: <Pine.OSF.4.31.0106151858240 .21131-100000@students. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Speaking of tank radios - a lot of you "experts" in surplus stuff talk in 
terms of the entire group of equipment such as SCR - whatever. I know 
little of the complete setup in most cases, most likely because I have 
never had a complete set of anything military. Back in my high school 
years we messed with a lot of BC-603/BC-604 stuff. I was told these were 
used in tanks. If so what "set" are they a part of? 


73 Bob Roehrig K9EUL 
Aurora University Telecom/IS dept. 
630-844-4898 broehrig@aurora.edu 


From: "ragnar otterstad" <otterstad@enter.vg> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: [EuroBA] The Friedrichshafen (Germany) Hamfest 
Date: Sat, 16 Jun 2001 08:49:16 +0200 
Message-ID: <NBBBKBDCILGLJAKPJILNCEAPCHAA. otterstad@enter.vg> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


the annual European version of Dayton takes place from Friday, 29 June until 
Sunday, 1 July 2001 in Friedrichshafen, on the shores of Lake Constance in 
southern Germany. Its website is <http://www.messe-fn.de/messen/ham_radio>. 


Heinz, KM5VT, has kindly offered his stand in the fleamarket as the 
Boatanchor Meeting Point. Suggested gathering time is between 13:00 and 
14:00 on Friday, Saturday and Sunday. The stand will be located in hall 4, 
along the wall on the left hand side when entering from hall 5, next to a 
big gate. It will be easy to recognize: Like last year, it will display the 
big "COLLINS" banner. 


A 
73, and I am looking forward to many eyeball-qso's at the BA meeting point ! 


Hans, HB9AQS 


I will be there and look forward to meet some of you. Heinz I have met 
before on Raststelle in Germany doing deals on Collins gear before I left 
Denmark. 


73 
Rag 
Ragnar Otterstad " RAG" LA5HE Also JW5HE OZ8RO. 


Located in Telemark - Home of Skiing. 
Try http://www.visitTelemark.com 


Collector of W.W.2 military radios with focus on German and Resistance 
agent) sets, and old crypto equipment - all periods. Always interested in 
new acquisitions. 


Date: Sat, 16 Jun 2001 14:35:05 -0700 

From: "Dennis L. Wade" <dlwade@pacbell.net> 
Subject: Evaporative coolers and Boatanchors 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3B2B6E99.31481.B57CD21@localhost> 
MIME-version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 


Greetings to all from HOT Sacramento. 


Today's weather is a good reason for me to be thinking of the 
topic..its a little after 2 pm and its already 98..our hottest time is 
usually around 5 pm. The good news is the humidity is around 
22% now and will probably be below 15 at the warmest hour (dew 
points in the low 40's). 


My BA's are in the garage..so days like this are pretty much 
"stay in the air conditioned house" days until evening. The local 
Home Depot is selling a portable, self-filling evap cooler marketed 
as big enough to cool a garage. I'm worried about humidity levels 
and the impact of the added moisture on the BA's, not to mention 
my tools and various items of wood (my other avocation). 


The salesman, for his part, said that properly used, it shouldn't 
be a problem. "Properly" means in a well vented garage (sufficient 
air flow) and not trying to keep the area cool for long periods (no 
sustained use). 


But, for obvious reasons, I am seeking your collective wisdom. 
Our usually low humidity gives me an advantage over say the 
Southeast and Midwest, but am I risking more serious problems? 
And, on a more basic level, I don't have alot of experience with the 
things anyway. 


Thanks for your advice, 


Dennis 
KG6ZI1 
Rocklin, CA (about 20 mi NE of Sacramento) 


Date: Sat, 16 Jun 2001 15:16:56 -0700 
Message-ID: <0Q1d301c0f6b2$0e2cc300$0200000a@frontdesk1> 
From: "ed sharpe" <esharpe@uswest.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Evaporative coolers and Boatanchors 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


for long term use over a period of time the humidity will ruin things 


ed sharpe archivist for smecc 

Sieve Original Message ----- 

From: "Dennis L. Wade" <dlwade@pacbell.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Saturday, June 16, 2001 2:35 PM 

Subject: Evaporative coolers and Boatanchors 


Greetings to all from HOT Sacramento. 


Today's weather is a good reason for me to be thinking of the 
topic..its a little after 2 pm and its already 98..our hottest time is 
usually around 5 pm. The good news is the humidity is around 

22% now and will probably be below 15 at the warmest hour (dew 

points in the low 40's). 


My BA's are in the garage..so days like this are pretty much 

"stay in the air conditioned house" days until evening. The local 
Home Depot is selling a portable, self-filling evap cooler marketed 
as big enough to cool a garage. I'm worried about humidity levels 
and the impact of the added moisture on the BA's, not to mention 

my tools and various items of wood (my other avocation). 


VV VV VV VV VV VV VV 


The salesman, for his part, said that properly used, it shouldn't 
be a problem. "Properly" means in a well vented garage (sufficient 
air flow) and not trying to keep the area cool for long periods (no 
sustained use). 


But, for obvious reasons, I am seeking your collective wisdom. 

Our usually low humidity gives me an advantage over say the 
Southeast and Midwest, but am I risking more serious problems? 

And, on a more basic level, I don't have alot of experience with the 
things anyway. 


Thanks for your advice, 
Dennis 


KG6Z1 
Rocklin, CA (about 20 mi NE of Sacramento) 


VV VVV VV VV VV VV VV VV VV 


Message-ID: <3B2BE8D1.AA04209A@dancris.com> 

Date: Sat, 16 Jun 2001 23:16:30 +0000 

From: David Hollander <n7rk@dancris.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Evaporative coolers and Boatanchors 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Hi Dennis - greetings from Phoenix where it is a dry heat (It's dry 
inside of an oven too!) 


This is just my thoughts on the evap cooler from using one in the house. 
Should be no problem unless you start using it on days when the 
humidity/ dew point starts to get up there. I found the vents in the 
house beginning to show some signs of rust after long term use ( a 
couple of years) from attempting to use the swamp cooler when the 
humidity was starting to go up. If you only use it on days when the 
dewpoint is down ( I believe below 60 is the number), you ought to be 
OK. Wish I had a swamp cooler on the house right now, as the electric 
bills would be lower and the house would be cooler! I don't know about 
Sacramento but they are useless in July and August in Phoenix during 
Monsoon season due to high humidity of around 40% - sounds low t people 
in other parts of the country reading this but 40% with an outside temp 
of 105-112 is pretty uncomfortable! 


If the unit you are thinking of getting is the boxfan like unit that has 
the water tank at the top, don't waste your money! If it is one of the 
other units, should be OK for a small area. 


Good luck, 


Dave 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Dave N7RK - Webmaster CADXA http://cadxa.org 
Phoenix, Arizona *DXCC Honor Rollx *xWAZ#23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor Collector Extraordinaire preferring Hallicrafters, National 
and what ever else looks interesting! 


E-Mail: n7rk@dancris.com Home Page: 
http: //www.dancris.com/~n7rk 


Message-ID: <0Q0e601c0f6d3$1c8feaa0$765a56d1@default> 
From: "David L. Thompson" <thompson@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB ARRL SSB Handbook (early 50's) 

Date: Sat, 16 Jun 2001 22:13:32 -0400 


I am looking for a copy of the ARRL SSB Handbook (circa early 50's) to help 
another ham track down info on the Elenco SS-75 

made by Paul W9OHM. He used a design from a 1949 QST but enhanced it for 
the ARRL handbook. The info on the SS-75 in the 1952 QST review is scarce. 
The interesting part of the Elenco gear is that W9OHM spread the bands out 
over multiple ranges. In the SS-75 he covers 75 in four 200 kcs ranges. 

The SS-75 was sold by Steinberg's of Cincy and by Elenco directly. The QST 
article mentions that there were a number on the air by 1952 and I also 
found a 1955 article in CQ on making the SS-75 work on upper SSB and 20 that 
gave details on getting on USB but scant details on how he put the SS-75 on 
20. 


If you have the ARRL SSB Handbook let me know price and condition in an 
e-mail direct to me. 


73 Dave K4JRB 
thompson@mindspring.com 


Message-ID: <007901cO0f6de$310ecccO$d97cb43£@net> 
From: "Michael Tallent" <mtallent@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: WTB ARRL SSB Handbook (early 50's) 
Date: Sat, 16 Jun 2001 23:32:51 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Dave: 


I have the Single Sideband for the radio amateur with a date of 1958, it is 
the second edition. I cannot find any reference to this equipment in this 
edition of the handbook. 


Mike W6MXV in KY 

Seats Original Message ----- 

From: "David L. Thompson" <thompson@mindspring.com> 
To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Saturday, June 16, 2001 10:13 PM 

Subject: WTB ARRL SSB Handbook (early 50's) 


> I am looking for a copy of the ARRL SSB Handbook (circa early 50's) to 
help 

> another ham track down info on the Elenco SS-75 

> made by Paul W9OHM. He used a design from a 1949 QST but enhanced it for 
> the ARRL handbook. The info on the SS-75 in the 1952 QST review is 
scarce. 

> The interesting part of the Elenco gear is that W9OHM spread the bands out 
> over multiple ranges. In the SS-75 he covers 75 in four 200 kcs ranges. 

> The SS-75 was sold by Steinberg's of Cincy and by Elenco directly. The 
QST 

> article mentions that there were a number on the air by 1952 and I also 

> found a 1955 article in CQ on making the SS-75 work on upper SSB and 20 
that 

> gave details on getting on USB but scant details on how he put the SS-75 
on 

20. 


If you have the ARRL SSB Handbook let me know price and condition in an 
e-mail direct to me. 


VV VV VV 


73 Dave K4JRB 
thompson@mindspring.com 


Vv 


From: Jderm740@aol.com 

Message-ID: <f£5.b605cda.285d8452@aol . com> 
Date: Sat, 16 Jun 2001 23:56:02 EDT 

Subject: Weather 

To: Old Tube Radios <boatanchors@theporch. com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


To all those members that were in or near the recent storms that refused to 
go away, I hope none of you were damaged or injured. If you were injured or 
damaged you have my heart felt sympathies, and if you escaped consider 
yourselves blessed.I have friends living inthe Bluffton are of SC and one 
couple just moved there. He said he never heard such hard rain before in his 
life. And we all lived in the hurricane area of New England and had seen 
severe storms and floods often in the past. The closest I ever gotto a 
twister was about 15 yrs ago when one cut a path from north west Ct to the 
shore east of New Haven. My wife and I were trying to get to the branch 
library, near home when it roared through about 20 or so miles north of us. 
There was so much rain and wind and noise we couldn't get out of the car so 
we drove home, less than a mile, and almost didn't make it. Very scarey stuff. 


Jack McDermott Jderm740@aol.com 


Message-ID: <3B2CC6D7.E3A51EB8@idirect.com> 
Date: Sun, 17 Jun 2001 11:03:51 -0400 

From: Jerry Proc <jproc@idirect.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: The Ultimate Amplifier 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi Group, 
An interesting site about a single-ended audio amp using the WE212 tube. 
http: //www.teleport.com/~tube/212amp.htm 


The net result was a homebrew amplifier costing nearly $10,000 - a true 
work of art. 


Jerry Proc VE3FAB 

e-mail: jproc@idirect.com 

http: //webhome. idirect.com/~jproc/ve3fab 

HMCS HAIDA Historic Naval Ship. Toronto, Ontario 


Message-Id: <3.0.6.32.20010617193316 .007b1970@pop3.norton.antivirus> 
Date: Sun, 17 Jun 2001 19:33:16 -0400 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: FS: Millen preamp 

Cc: dcboatanchors@qth.net, dcboatanchors@topica.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


James Millen antenna matching preamplifier, model no. 92101, with no. 4610 
plugin (27-32 mc.). Two used connectors for input and output included. 
Cosmetically very nice, unknown operating condition. No papers. 


$40, I ship to lower 48. 


73, Avery W3AVE in Potomac, Md. 


Date: Sun, 17 Jun 2001 19:24:00 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: The Ultimate Amplifier 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGF300GOITC9IET@mta8.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Jerry; 

> An interesting site about a single-ended audio amp using the WE212 tube. 
> 

> http: //www.teleport.com/~tube/212amp.htm 

Quoting from the web site: 

"All who heard the beast agreed that it was very hard to find it's audible 
faults. It was powerfull sounding, yet delicate, speaker control was 
excellent, but forgiving of even the nutty loads that electrostatic 


speakers can reflect back through the Opt trans. .......... " 


Looking at the pictures I was impressed with the sturdy construction of the 


carts the amplifiers are perched on. 


Parag sss acewee 


Arden Allen KB6NAX Vallejo, CA 


End of BOATANCHORS Digest 3174 
KKKKAKKKKKKKKKKKKEKKEKAEKKEKEKEEKEK KK 


Could use a couple in my 


gumbear@pacbell.net 


